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the following merits happen by the weight saving

�Ô��the bobbin can’t idlle easily.
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steel

1box=100pcs
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aluminum
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plastic
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�Ô��the needle tip can’t damage easily.
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�Ô��because reinforced plastic is used,
   it is superior in durability or hardness.
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�Ô��it can decrease the effect on the thread tension by remaining thread
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�Ô��transport cost will become cheaper.
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BO-95(2)  BO-103(2)  BO-400(4)  BO-95(A)  BO-103(A)   etc....

BO-107(3)  BO-107(A)  BO-LBH761  BO-LBH771   etc....

BO-B842(A)-H

BO-DBM(1)N  BO-DBM(A)   etc....

steel or aluminum type
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BO-103(P)

BO-107(P)

BO-B842(P)

BO-DBM(P)

plastic type
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HEAD OFFICE,FACTORY
3-2-17 Shintomi-cho, Shibata-shi, Niigata 957-0017, JAPAN
TEL+81-254-22-3430 FAX+81-254-21-1195
URL http://www.towa-mfg.co.jp
E-mail bc@towa-mfg.co.jp

Made in JAPAN

for to respond to a client’s needs, 
TOWA developed!
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PLASTIC BOBBIN FOR INDUSTRIAL USE

Innovation for sewing quality


